
COLOURS/ DESIGNS

    

APPLICATIONS
•	 Ideal for food processing areas, kitchens, 

bars, wet areas with chemicals and oils in 
factories/kitchens, hospitals, indoor and 
outdoor use

FEATURES
•	 Approx. 8mm thick
•	 100% nitrile rubber
•	 Anti-slip textured ribbed surface with holes 

for drainage of liquids
•	 Anti-bacterial properties make it ideal for 

kitchen placement
•	 Anti-microbial properties
•	 Skid resistant cleated rubber back
•	 Low temperature resistance - 30°C
•	 Oil and chemical resistant
•	 Suitable for underfloor heating
•	 Anti-static
•	 Anti-fatigue properties
•	 Washable up to 60°C
•	 2 year guarantee
•	 Indoor and outdoor use

Slip Resistance Oil Resistant Anti Bacterial

Anti Fatigue Food Service Drainage

Outdoor  Use Indoor Use Launderable
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MATERIAL

Polymer 100% Nitrile Rubber

Colour Black

Standard Sizes (mm) 850 x 600
1450 x 850 

Weight 4.33kg/sqm

Thickness (mm) Approx. 8mm 

Surface Finish Ribbed surface with 
holes

Backing Finish Cleated

MECHANICAL

Burning Behaviour Normally flammable EN 13501-1/Efl-s1

Static electrical propensity Antistatic EN 14041

Slip Resistance High-Traction NFSI Certification

Antibacterial Yes AATCC 30/AATCC 100

TEMPERATURE

Temperature Range -30°C to +60°C

CHEMICAL RESISTANCE

Petrol & Oil

Ozone & Weather

Flame Resistance

Animal & Vegetable Oil

Wear Resistance

Acid Resistance

Alkali Resistance

KEY: POOR FAIR EXCELLENT

FLOOR SAFETY SOLUTIONS
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SPEC SHEET

KLEEN THRU PLUS


